Webnet Micro  Werkstoffgruppe AISI 316 | Maschenwinkel ~ 60°
& AISI 316 (SUS316)] A v S 2 ~ 60°
Material group AISI 316 | Mesh angle ~ 60°

Seil Konstruktion Maschenweite Gewicht Seillange Anzahl Hillsen Druchgangsmasse'
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Rope Construction Mesh aperture Weight Rope length Number of sleeves Mesh aperture’

Nr. / N/ No. o MW x ML A a b od
mm mm kg/m? m/m? per/par/per m? mm? mm mm mm

20261-0100-020 1 6x7+WC 20 x 37,99 1,31 148 2475 328 9 119 15
20261-0100-025 1 6x7+WC 25 x 45,52 0,92 110 1620 511 12 22 20
20261-0100-030 1 6x7+WC 30 x 53,64 0,79 107 1173 734 14 26 25
20261-0100-035 1 6x7+WC 35 x 61,33 0,68 101 884 994 17 30 29
20261-0100-040 1 6x7+WC 40 x 70,36 0,51 73 662 1318 19 35 34
20261-0100-050 1 6x7+WC 50 x 87,34 0,37 57 410 2074 24 43 42
20261-0100-060 1 6x7+WC 60 x 104,56 0,3 48 281 3007 29 52 51
20261-0100-070 1 6x7+WC 70 x 121,88 0,25 42 218 4118 34 60 60
20261-0100-080 1 6x7+WC 80 x 139,04 0,24 36 163 5388 39 69 69
20261-0150-025 1,5 6x7+WC 25 x 45,46 1,84 88 1822 476 12 22 19
20261-0150-030 1.5 6x7+WC 30 x 60,73 1,28 73 1105 794 14 30 24
20261-0150-035 1.5 6x7+WC 35 x 67,98 1,2 62 855 1060 16 33 29
20261-0150-040 1.5 6x7+WC 40 x 75,18 0,85 55 663 1361 19 37 34
20261-0150-050 1.5 6x7+WC 50 x 91,39 0,64 44 451 2113 24 45 44
20261-0150-060 1.5 6x7+WC 60 x 107,78 0,5 38 315 3033 29 53 54
20261-0150-070 1.5 6x7+WC 70 x 124,78 0,47 32 232 4138 34 62 61
20261-0150-080 1,5 6x7+WC 80 x 141,45 0,34 29 189 5399 39 70 69
20261-0150-100 1,5 6x7+WC 100 x 175,34 0,3 22 126 8449 49 87 87
20261-0150-120 1,5 6x7+WC 120 x 210,36 0,24 18 85 12243 59 104 104
20261-0150-140 1,5 6x7+WC 140 x 244,98 0,2 16 60 16710 69 122 122
20261-0150-160 1,5 6x7+WC 160 x 280,1 0,17 14 46 21908 79 139 139
20261-0150-180 1.5 6x7+WC 180 x 314,33 0,14 13 39 27730 89 156 157
20261-0150-200 1.5 B6x7+WC 200 x 348,51 0,13 11 33 34232 99 173 174
20261-0150-250 1,5 6x7+WC 250 x 435,6 0,12 9 22 53680 124 217 218
20261-0200-040 2 6x7+WC 40 x 74,93 1,54 55 663 1308 18 36 33
20261-0200-050 2 6x7+WC 50 x 91,11 1,16 44 451 2049 23 45 43
20261-0200-060 2 6x7+WC 60 x 107,54 0,92 38 315 2959 28 53 53
20261-0200-070 2 6x7+WC 70 x 1241 0,74 32 232 4038 33 61 60
20261-0200-080 2 6x7+WC 80 x 141,03 0,65 29 189 5296 38 69 69
20261-0200-100 2 6x7+WC 100 x 175,16 0,48 22 126 8334 48 87 86
20261-0200-120 2 6x7+WC 120 x 209,78 0,37 18 85 12082 58 104 103
20261-0200-140 2 6x7+WC 140 x 244,11 0,32 16 60 16503 68 121 121
20261-0200-160 2 6x7+WC 160 x 278,29 0,27 14 46 21599 78 138 138
20261-0200-180 2 B6x7+WC 180 x 313,2 0,26 13 39 27443 88 156 156
20261-0200-200 2 6x7+WC 200 x 348,4 0,21 11 33 34014 98 173 173
20261-0200-250 2 6x7+WC 250 x 435,2 0,17 9 22 59373 128 217 217

max. Produktionsléange? Lichtdurchlassigkeit
SEREEE Y THE
max. production lengths? Light transmission
Lmax.
m %
30 82,5
40 86,6
40 89,3
50 91,1
60 92,4
70 94,2
80 95,3
85 96,1
90 96,6
40 79,2
40 84
50 86
60 88,6
70 91,1
80 92,8
85 94
90 94,8
100 96
100 96,7
100 97,2
100 97,6
100 98
100 98,2
100 98,5

60 84,3

70 87,9

80 90,3

85 91,8

90 93
100 94,5
100 95,6
100 96,3
100 96,8
100 97,2
100 97,5
100 98

' Die ausg 1en Durchgangsmasse éndern sich bei
abweichendem Maschenwinkel von ~60°.

?Die maximale Produktionslange (Lmax.) bezieht sich auf die
horizontale Maschenrichtung. In der Hohe (H) gibt es keine
produktionstechnischen Grenzen. Aus logistischen und
montagetechnischen Griinden ist jedoch auf das Gesamt-
gewicht pro Netz zu achten. Lieferung von Uberlangen nur
nach vorgéangiger Abklarung.

10

TRICR LAY S a4 AXEEAE OHBETT,
AEICE> THBEIEEDY £,

sy bRE Lmax) [FAy S 1B EEE TOHETTY,
HEICHIRIEH Y FEAD, 1THMEYOEE TR O
FlezE@ L TRELTEIL, BEICAEVTED
Ba, BHOTREL > THRWZLET,

" The stated passage dimensions change with a deviating
mesh angle of ~60°.

?The maximum net length (Lm=x) refers to the horizontal
mesh direction. There are no production limits for the height
(H). However, for logistical and installation reasons, the total
weight per net must be taken into consideration. Delivery of
excess lengths are only possible after prior approval.

Lmax.
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